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Factory: WATERTOWN, N. Y. 


PRIENTISS VISIE L 


The ‘Prentiss Vise 
N THE standard solid jaw parallel vise 
the opposing faces of the vise jaws are 
parallel. Frequently, however, the opposite 
surfaces of work which it may be desired 
to hold in a vise are not parallel, and 
might come in contact with the gripping 
surface at only one point, thus providing for 
a very insecure hold and compelling an 
excess of pressure between the vise jaws so 
great as to injure the work or even to in- 
fringe upon the strength of the vise itself. 

The Prentiss Patent Self-Adjusting Jaw 
Vise was designed to cope with such irregu- 
larities. 

The illustration below represents in detail 
an interior view of the mechanism of the 
Prentiss Patent Self-Adjusting Jaw Vise. 

With taper pin removed, the back jaw 
swivels automatically as the vise is screwed 
up on the work, until the angle between 
the jaws conforms to shape of the work. 
With taper pin inserted, it becomes a 
Parallel Solid Jaw Vise. 

Our Patent Swivel Bottom enables oper- 
ator to instantly adjust vise to anv angle, by 
simply raising lever at the side of the vise, 


\Prentiss Patent Detachable 
Steel Jaw Faces 


These jaws are immovable in use, though they 
can be quickly changed from rough to smooth faces 
(figure 2) or readily replaced when necessary. 
Smooth, unhardened jaws can be finished to be 
rec d for special jobs. (Figure 3), Rough jaw 
faces are machine cut and carefully tempered. 


Improved Screw Collar 


See phantom, view opposite, showing collar in 
place. This is an exclusive feature. Prongs of 
collar are driven into depressions in screw shank, 
making collar immovable. Collar is held on both 
sides, keeping it parallel with the bearing surface. 
This is the only collar fastening not using a set 
screw. 


The screw head is forged 
on the screw and is un- 
breakable. Ball ends on 
lever are also forged and 
will not come off. 


PRENTISS VISIES 


Self-Adyjusting Jaw 
(Prentiss Patent) 
Y Ns à 
Machinists’ Vises 
ESIGNED to hold irregular pieces. Back 
jaw automatically adjusts itself to con- 


form to the shape of the work. Full descrip- 
tion on page IV. 
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Self- Adjusting Jaw 
(Prentiss Patent) 
Machinists’ Vises 


ESIGNED to hold irregular pieces. Back 

jaw automatically adjusts itself to con- 
form to the shape of the work. Full descrip- 
tion on page IV. 


Patent Swivel Bottom 


List | Jaws Opens [Weight 


Price | inches [inches | Ibs: 


Office 
Shop 
Engine 
Mill 
Factory 
Foundry 
Forge 
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Self-Adjusting Jaw 


(Prentiss Patent) 


Eilers’ or Finishers’ Vise 


ESIGNED similar to the: “Prentiss” Iron 

Workers’ Vises described on page IV. 

The back jaw adjusts itself to hold articles 

of any shape. The jaws are made lean 

and high to give all possible freedom in 

filing. The throat is deep and the arm long. 
Jaws rough cut or smooth as desired. 


Stationary Bottom 


Vise List Jaws | Opens} Weight | Code 
No. | Price | inchesfinchesf Ibs. Word 


42 [$20.00| 4% | 4% File 
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Self-Adjusting Jaw 


(Prentiss Patent) 


Filers’ or Finishers’ Vise 


Ts Prentiss Patent Swivel Bottom per- 
mits this vise to be turned to any desired 
angle and positively locked there. The base 
is the same as that described for Prentiss 
Iron Workers’ Vises on page IV. Vises can 
be furnished with rough cut or smooth jaws 
as desired, 


Patent Swivel Bottom 
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Self-Adjusting Jaw 


(Prentiss Patent) 


Coach-Makers’ Vises 


ESIGNED with very lean high jaws and 

extra long arm to give all possible free- 
dom to operator and room for holding large 
pieces. The Self-Adjusting Jaw is constructed 
and operates on the same principles as the 
Tron-Workers’ Vises described on page IV. 
The Back Jaw of this vise adjusts itself 
to hold firmly articles of any shape. The 
Steel Jaw Faces are detachable and renewable. 
These vises are made to hold wood work of 
any description, but not metal, as the jaws 
are unhardened, 


Stationary Bottom 
Vise List Jaws | Opens [Weight | Code 
No. Price | inches] inches s Word 
12 |$19.00 34 Ash 
10 | 25.00 | 4% Maple 
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Self~Adjusting Jaw 


(Prentiss Patent) 


Coach-Makers Vises 


HE Steel Jaw Faces are detachable and 

can be renewed if damaged. They are 
finished perfectly smooth and have large sur- 
faces to protect the work from injury. Using 
a detachable steel jaw face permits us to 
furnish a steel face the full depth of the jaw. 
‘This vise is like the one shown on preceding 
page, except that it has swivel base which 
allows vise to be turned to any angle and 
positively locked there. These vises are made 
to hold wood work of any description, but 
not metal. 


Patent Swivel Bottom 


List Jaws | Opens|Weight | Code 
.| Price | inches| inches| Ibs. Word 
27 |$23.00 | 3% | 7 34 Beech 
30.00| 414| 9%| 67 Oak 


Renewable Steel Jaw Faces 
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Self A djusting Jaw Parallel Solid Jaw 


k (Prentiss Patent) 
Jewellers’ Vises Jewellers’ Vises 
Stationary Bottom 


Stationary Bottom 
Vise | List | Jaws [Opens[Weight | Code 
No. | Price inches |inches | Ibs. 


Word Vise | List | Jaws [Opens [Weight] Code 
30 |$ 7.50 3 4 Lead 3 6.50 2 > Metal 
#31 | 12.50 3 4 | Silver "3454 | 11,50 2 G 

32| 8.00 4 | Brass 2 i 


No. | Price [inches finches} Ibs. Word 


2 Steel 
*33 | 13.50 W | Bronze 
= —— 

Cast Steel Square Anvil Raised at Back Cast Steel Square Anvil Raised at Back of Body 
of Body 1 

Patent Swivel Bottom 


List | Jaws [Opens 
inches [inches 


Patent Swivel Bottom 


14 | 14 Copper 
134 | 14 Gold 

2 Tron 
Nickel 
Jaws Rough Cut or Smooth as Desired 
*Beautifully Nickeled 


Jaws Rough Cut or Smooth as Desired 
*Beautifully Nickeled 
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c Efi a ndy’ H 
Table Clamp Vises 


HE same materials are used in these Vises 

as in our Machinists’ Vises. All parts 
are carefully fitted and finished for doing fine 
work. These Vises are particularly adapted 
for Jewellers’ uses. The jaw faces are tool 
steel, carefully tempered, either rough cut 
or smooth as desired. The back of the body 
is raised to make an anvil and highly pol- 
ished. The vises, while made for fine work, 
are exceptionally heavy and strong for clamp 
vises, 
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“Bull Dog" 


(Registered in U. S. Patent Office) 


Solid Jaw Parallel Vises 


UR Solid Jaw Parallel Machinists’, 
Blacksmiths’, and Wood-Workers’ 
Bench Vises are well known every- 

where under the trade name “Bull Dog," 
and enjoy an enviable reputation for finest 
quality in all respects. 

The materials used in the construction of 
“Bull Dog” Vises are the same as those used 
in the Prentiss, shown by many experiments 
to be the most effective for tools of this type. 

Great care is taken in the making of all 
parts to insure accurate fitting and inter- 
changeability. 

The use of the most modern shop equip- 
ment and methods insures that these vises 
will be properly made in every respect. They 
are built to last and to do their work efh- 
ciently at all times. 

"Bull Dog" Vises are designed to provide 
greatest available strength and maximum con- 
venience to the user. 

The addition of our Patent Detachable 
Steel Jaws has increased considerably their 
effectiveness. See page V for description of 
Steel Jaw Faces, and advantages of having 
Interchangeable Jaws. 

For use in Garage Repair Snops waere 
heavy pressure is exerted on a vise, we rec- 
ommend our No. 56 “Bull Dog” Vise. This 
vise has the weight and strength necessary 
to withstand the strain and a large screw to 
exert the pressure easily. It will save time 
and effort on the job. 

The most recent improvement in “Bull 
Dog” Vises is the new collar fastening for 
the screw described on page V. 
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“Bull Dog? — “Bull Dog” 


(Registered in U. S. Patent Office) ^ (Registered in U. S. Patent Office) 
Machinists? Solid Jaw Machinists’ Solid Jaw 
Parallel Vises Parallel Vises 


Stationary Bottom Swivel Bottom 
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“Bull Dog”? 


(Registered in U. S. Patent Office) 


Coach-Makers’ Solid Jaw 
Parallel Vise 


ESIGNED with very high jaws and long 

7 arm. The deep throat and wide open- 
ing allow operator the maximum amount of 
room for holding work. The steel jaw faces 
are detachable and renewable and cover the 
entire gripping surface of the jaws. This 
vise is made to hold wood work of every 
description, but not metal. 


Stationary Bottom 
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“Bull Dog" 


(Registered in U. S. Patent Office) 


Coach-Makers’ Solid Jaw 
Parallel Vise 


HE Detachable Steel Jaw Faces are fin- 

ished perfectly smooth and have large 
surfaces to protect the work from injury. 
‘They may be renewed if damaged. The 
Swivel Bottom allows this vise to be turned 
to any angle and locked there. This vise 
is made to hold wood work of every descrip- 
tion, but not metal. 


Swivel Bottom 


Opens] Weight 
Ib: 
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Prentiss 
Heavy Chipping Vise 


RS Prentiss Solid Jaw Heavy Chipping 
Vise, illustrated on the preceding page, 
is made especially for use where a vise hav- 
ing extra weight, great strength and large 
size is required. 


For years this vise has been giving satis- 
faction in large shops where the service ex- 
acted has been most severe. Wherever severe 
service is to be exacted, the Prentiss Heavy 
Chipping Vise will answer all requirements. 


This vise is made with the same care as all 
our other vises, and is equally well adapted 
for fine work or rough usage. 
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Tn design and material this vise is a dupli- 
cate of the *Bull Dog." It is built to last. 


The adoption of the Patent Detachable 
Steel Jaw Faces has enabled us to give a 
much more effective serrated surface, adding 
greatly to the gripping power of the jaws. 
See page V for full description. 


Prentiss Heavy C 


PRICE 
s; edis ele rg S8200 
874 in. Jaws. Opens 12 in. Weight 275 lbs. 
Code Word—Uome 
Swivel Bottom Attachment for above, $9.00 


Described on page 34 


PRENTIF ST VIFES 


“ Blake" 


(Registered in U. S. Patent Office) 


Cabinet- Makers! Vises 
* 


HESE Vises are devised to be fastened 
underneath the work-bench, leaving jaw 
flush with top, and they are adapted to hold- 
ing every description of wood-work. 
The Vise can be opened or closed full 
length, with a single movement. Instant ad- 
justment, quick release, no time lost. 


No. Price | inches| inches Word 


Vise| List ES Opens|Weight| Code 
i 


612} $11.00 | 8 Cedar 
613| 15.00 | 10 5 Walnut 
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Parallel Solid Jaw 


(Patented) 
Rapid Transit Vises 


IE simplicity of action is shown by the 

limited number of working parts. Only 
two extra parts are required for Rapid Tran- 
sit movement. 

Can be opened or closed full length with 
a single movement, and nut will engage 
screw at any point. Can be operated from 
any positicn as an ordinary screw vise. This 
is the only quick-acting vise having a full nut. 

Figure 1 represents half section of vise cut 
lengthwise through all parts. 

A is one-half of our Rapid Transit Nut in 
place, disengaged from the screw. 

B is an OPERATING BAR carrying two IN- 
CLINES or LEpGrs (all one piece), by which 
the nut is both opened and closed, and by 
the same movement is FIRMLY LOCKED, 

C shows Groove in which INCLINE travels, 
thereby forcing one-half nut up and the other 
down simultaneously, on moving the BAR to 
front or rear one-half inch. Grooves shown 
plainly in Figure 2. 

D is a RarcHET CATCH on operating bar, 
which, when engaged, holds nut open. 

Figure 2 shows the whole nut detached. 


FIG, 


SIT 
EN UU METRI 
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Machinists’ Rapid 


Transit 
(Patented) 


Solid Jaw Parallel Vises 


P complete description of this type of 
vise see page 31. Swivel Plate Attach- 
ments by which these vises can be made into 
Swivel Bottom Vises are described on page 


Stationary Bottom 


Code 
Word 


First 


Second 
Third 
Short 
Left 
Centre 


e 
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Coach- Makers? Rapid 


Transit 
(Patented) 


Solid Jaw Parallel Vise 


ESIGNED with ‘deep throat and long 
arm for holding wood work of any des- 
cription, The jaw faces are large and fin- 
ished perfectly smooth to protect work from 
injury. Jaws are lean and high to give all 
possible convenience to operator. For full 
- description of Rapid Transit movement see 
page 31. H 


Stationary Bóttom 


Jaws | Opens|Weight | Code 
inches|inches| Ibs. Word 


55 | Right 
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Swivel Bottom Attachments 
Jor Rapid Transit Vises 


HE following represents our Swivel Bot- 

tom Attachment, by use of which all sizes 
of our Stationary Bottom Rapid Transit Vises 
may be changed into first-class Swivel Bot- 
tom Vises. 

The Swivel Plate Attachments, with bolts 
and nuts complete, are sold separate for the 
Rapid Transit Vises only, and can be applied 
at any time. 

In ordering Swivel Attachment give Num- 
ber of Vise for which it is required, 


Price List for Swivel Bottoms 
Including Bolts and Nuts 

Vise . 70 
Vise 71 
AE 

. 73 

. 74 

475 

. 76 

58 


“< Peerless” 


Patent Pipe Grip 


Made of Steel 


NSTANTLY converts any Vise into a first- 

class Pipe Vise. Made to fit Machinists’ 
Vises of any make from 4 inches up. Pipe 
jaws swivel between the machinists’ jaws to 
any angle. The Pipe Grips are compact and 
light, and can be easily transferred from 
shop to outside wo 


Price 
No.1. Fits any 4 to 4/ inch vise . $3.50 
Will hold 74 to 2% inch pipe. 
No. 2. Fits any 434 to 5% inch vise . 3.75 
Will hold 14 to 5 inch pipe. 
No. 3. Fits any 514 to 8% inch vise . 4.00 
Will hold 74 to 6 inch pipe. 
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“Blake” 


(Registered in U. S. Patent Office) 


Combination Pipe Vises 


QF Combination Pipe Vises are excep- 
tionally heavy and are made to stand 
hard usage. The Pipe Jaws are made of 
high-grade steel d are reversible, giving 
double wear. Equipped with Patent Detach- 
able and Interchangeable Steel Jaw Faces, 
The Swivel Bottom is all above the work 
bench and is operated by a lever on the 
side of the body. 


Swivel Bottom 


Holds Weight} Code 
Pipe ins. lbs. | Word 


Road 
Robin 
Plug 
Pipe 
Tube 
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“Blake” 


(Registered in U. S. Patent Office) 


Combination Pipe Vises 


UR large Combination Pipe Vises are 
O made with Wrought Steel Sliding Bar. 
This bar cannot break. An extra nut for 
tightening swivel base is placed on left hand 
side of body. Equipped with Patent De- 
tachable Steel Jaw Faces. The Swivel Bot- 
tom is all above the work bench and is oper- 
ated by a lever on the side of the body. 


Swivel Bottom 


Holds 
Pipe ins. 


$45.00 
60.00 
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HE Prentiss Improved Combination Pipe Vise 
shown on the following page, is i ini 
the most efficient type. 
and to give added strength, we use a non-break- 
able wrought steel channel sliding arm. 

The principal feature of this vise is the Flat 
Plate Pipe Jaws instead of the ordinary “V” 
type. These carefully hardened and tempered flat 
steel plates are deeply serrated at right angles, 
forming a series of teeth for holding pipe. They 
wear long because pipe is usually held at a slightly 


different point each time instead of in one spot 


as in the "V" type jaws. 

The Flat Plate Pipe Jaws exceed the “V” type 
in gripping power because area engaged with pipe 
is at least double the area engaged with "V" type 
jaws. “V” type jaws grip pipe at six points which 
are, on a medium size vise, one-half inch in width, 
making a total gripping suríace of three inches. 
‘he same size vise with the Flat Plate Pipe Ja 
will grip along two lines each three and three- 
quarter inches long or a total of seven and one- 
half inches. Friction holds a pipe from turning 
in a vise and the more surface in contact with the 
pipe, the better it is held. "These Flat Plates hold 
pipe with less pressure than is required with “V” 
type jaws. 

It is sometimes difficult to hold pipe in the 
ordinary Combination Pipe Vise, as the pipe must 
pass through the jaws parallel to the bench and 
the free end must be blocked up to this height. 
With the Flat Plate Pipe Jaws, the pipe can be 
held at any angle and the free end can rest on 
the floor or bench at any height. 


" type jaws must necessarily be set in from 
the side of the vise. The Flat Plate Pipe Jaws 
extend to the side of the front jaw and body and 
it is possible to work up to the exact point where 
the pipe is gripped, eliminating spring in the pipe 
and permitting the holding of short pieces. 

The design of this vise permits the pipe to be 
released and lifted out of the vise with one turn 
of the lever. With “V” type jaws, several turns 
of the lever are required to release pipe. 


38 


PIRENTISS 


Prentiss Improved 
Combination Pipe Vises 


HE new swivel bottom is all above the 

work bench and is operated by a lever 
on the side of the body. Large size has an 
extra nut on left hand side of the body for 
tightening swivel bottom. 


Swivel Bottom 


VISIE S 


Name 


P RENTIS VISES 


CS eg, 
Prentiss 
(Registered in U. S. Patent Office) 


Hinged, Malleable Extra 
Heavy Pipe Vises 


I HESE Vises are constructed of a very 
high-grade malleable iron, with steel 
Screw and Lever and toel steel Pipe Jaws. 
All parts of the Vises are made exceptionally 
heavy to stand severe strain. They are fin- 
ished exactly like our Machinists’ Vises. 


Holds Weight | Code 
Pipe ins. Ibs. Word 


1$ to 25 
I$ to 3 
% to 4/5 


RIENTISS VIZE = 


“Magic”? 


(Registered in U. S. Patent Office) 


Hinged Malleable 
Pipe Vises 


HE “Magic” Pipe Vises are constructed 

on the same principle and of same mate- 
rials as the Extra Heavy Pipe Vises shown 
on preceding page. They are first-class tools 
in every respect, made in standard sizes and 
weights. 


Holds 
Pipe ins. 


Y$to2 
Y to 25 
V to 315 
W to 414 
1to6 


—€— 9 


|^ 
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Prentiss Vise Display Stand 


OR the convenience of dealers and the con- 

Ri public, this substantial and attractive 

Display Stand was developed. It serves a two- 

fold purpose: , to bring to the attention of 

prospective purchasers the wide range, the dur- 

ability, the ezse of operation, the simplicity and 

the strength of Prentiss Vises; second, it enables 

dealers, with little or no handling, to display 

line of Prentiss Vises in the most effective 

In short it is a wonderful help to both 

who wants to buy and the man who wants 

Scores of dealers who have used the 

Prentiss Vise Display Stand pronounce it one of 

ihe finest appliances, from a purely advertising 
and selling standpoint, that they ever hand! 

s Display Stand is really 
Salesman"—it works all the time, mutely, though 
eloquently, bringing before prospective users the 
best possible story of Prentiss Vises—the Vises 
themsel 

This splendid Display Stand is not sold—it is 
loaned to merchants on receipt of an order for an 
assortment of vises to fill the stand. The mer- 
chant can make his own selection as to sizes and 
ranges of the vises he wants to place on the 
Display Stand. It is a fitting Display Stand for 
the world's finest line of vises—Prentiss Vises, 
for it enables the customers to make their own 
selection, thus sparing the time of sales clerks. 

The Prentiss Vise Display Stand is shipped, 
assembled ready to use. It requires little floor 
space and can be conveniently moved from place 
to place. 

All dealers who carry Prentiss Vises should be 
equipped with a Prentiss Vise Display Stand. 
Through the power of its suggestion, through a 
fine display of Prentiss Vises, greater sales and 
lareer profits will be realized. 

Dealers not eauipped with Prentiss Vise Dis- 
play Stands are invited to communicate with us, 
and we will explain how very easy it is to procure 
this wonderful "Silent Salesman." 


"Shepard 


(Registered in U. S. Patent Office) 
Steel Bar Bench Vise 


STRONG light vise for the garage or 

home work bench. Cold Rolled Steel 
sliding bar insures perfect fit and ease of 
operation. Jaw faces are hardened tool steel 
and renewable. Provided with hardened pipe 
jaws for holding anything round. A Central 
Bolt, Nut, and Washer are furnished for fas- 
tening to bench as a swivel vise. Vise is 
provided with two bolt holes for permanently 
fastening to bench. Vise is painted dull 
black trimmed with orange, and bright 
parts are highly polished. Packed in indi- 
vidual three piece carton and six cartons 
packed in a case. 


Either Swivel or Stationary Bottom 


Jaws [Opens|Weight | Code 
inches finches] lbs. Word 


Sand 


P RENTIS VISES 


* Shepard 


(Registered in U. S. Patent Office) 
Steel Bar Bench Vises 


TRONG grey iron castings with Cold 
Rolled Steel sliding bar insuring perfect 
fit and operation. Tool steel jaw faces are 
rough cut by machine and carefully tem- 
pered. A Central Bolt, Nut, and Washer are 
furnished with each vise for fastening to 
bench as a swivel vise. Each vise is pro- 
vided with two bolt holes for permanently 
fastening to bench. Vises are painted a dull 
black trimmed with orange. Bright parts are 
highly polished and covered with a colorless 
lacquer to prevent rust. The back of the 
body is raised to form a highly polished 
square anvil. 


Either Swivel or Stationary Bottom 


Vise| List lei Code 
No. | Price Word 


162 | $6.00 4 Show 
163 | 8.00 0 Straw 
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Shepard 


(Registered in U. S. Patent Office) 


Table Clamp Vises 


HESE vises have wrought steel sliding 

bar, screw and lever, and have heavy 
clamp. The back of the body forms a highly 
polished anvil. The two large sizes are pro- 
vided with extra plate to screw on bench. 
This overcomes difficulty in fastening large 
clamp vises, 


"Gypsy 


(Registered in U. S. Patent Office) 


Swivel Bench Vises 


MPT of good material, with steel screw 
and welded steel jaws milled and cut, 
is strong, convenient, of ample weight. Head 
of swivel screw moves in groove running 
whole length of bottom plate, allowing oper- 
ator to move vise out, in, or to any desired 
angle and fasten in position. 

The nut is made by a long, full thread cut 
in solid metal of back jaw. 

These Vises are finished, painted, and pol- 
ished in the same manner as all other Vises 
of our manufacture. 


Opens [Weight 
inches finches | Ibs. 
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Brass Finishing Caps 
Jor Vise Jaws 
TRAE Brass Caps are designed to cover the 
serrated Steel Jaws of a Vise to protect 
finished work from marks. 

They are made from brass castings, and 
are finished perfectly smooth and highly pol- 
ished. The weight of these caps is enough 
to insure their lasting indefinitely. The caps 
are sprung on the Jaws of the Vise readily 
and will remain in place. 

To Fit Price To Fit Price 
Jaws per Pair Jaws per Pair 
134 inch . . $1.65 4% inch. . $2.50 
2 C ES 165 4% " "250 


165 4M 1290 
5 


. 2.00 oe ev 290 

2.00 5% . . 3.25 
2.00 5% se v 18:80. 
200 6 SL 
2.50 6% ~ « « 6.00 
2.50 7 + + e 825 
2150; 2834 Su CIS 
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Repair Parts 


N pages 50 and 51 we show in outline, 

illustrations of the parts of our vises, 

with the names we use to designate 
them, shown thereon. 


In ordering repairs the NAME OF THE PART 
together with the CATALOGUE NUMBER OF THE 
Vise for which repair is needed, is sufficient 
information for us to fill the order intelli- 
gently. 


"The return of the Broken Part is of no 
SERVICE TO US WHATEVER, We earnestly rec- 
ommend, however, that, when practicable, all 
the SERVICEABLE PARTS be returned to our 
FACTORY AT WATERTOWN, N, Y., to have new 
parts fitted. This will insure the accurate 
fitting of the repair and will give us an 
opportunity to make adjustments when neces- 
sary. 

The repair parts are made as nearly inter- 
changeable as practicable and usually little 
fitting is necessary. 

Dealers are cautioned against taking parts 
from vises they have in stock, for although 
the extra parts we furnish are as nearly 
“interchangeable” as is practical, and are 
satisfactory for fitting to a vise in use, they 
are not calculated to replace parts taken by 
dealers from new vises in their stock. 


Some vises shown in our last catalogue 
have been omitted from this one. We, how- 
ever, can still furnish repair parts for them 
and list the parts in the following pages. 


Return Goods for Repair or Credit 
must be sent to our Factory at Water- 
town, N. Y. 
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Repair Parts for Pipe Vises 


Repair Parts 
Jor Machinists’ Vises 


NET 
d Banz 


Front or Sliding Jaw 
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Price List Extra Parts Price List Extra Parts 
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Price List Extra Parts 


Telegraphic Code 


PRICE Wire price and delivery. FRAIL Ship by freight 
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